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Allied Electronics Corporation4

General Specification - Standard#

Shell Housing# Aluminium Alloy

Plating# Olive Drab Cadmium

Insulator# Polychloroprene

Contact Material#
Copper Base Alloy -  

Silver Plated

Mating Cycles 500 (MG), 2000 (MGR)

Operating Temperature -55°C to +125°C

Insulation Resistance Min. 5000 MΩ at 500V DC

Current Rating Upto 150 AMP (Depends on 
contact size)

Working Voltage
200V To 3000VAC RMS 

(Depends on service rating of 
insert arrangement)

Wire Termination# Solder Type / Crimp Type

#Other options available - refer to page 6  
(ordering guidelines) for details

Number of Contacts Falling Rate

1 1

2 0.94

3 0.89

4 0.82

5 0.77

6 0.71

7 0.65

8 0.60

9 0.54

10 0.48

11 0.42

12 0.37

13 0.31

14 0.26

Contact Size
Standard Wire Size*

Rated Current 

(Amps)***

Max Test Current 

(Amps)***
SQ MM AWG Conductor Ø (mm**)

16S/16 0.75 - 1.5 18 - 16 1.1 - 1.6 13 22

12 2.0 - 3.0 14 - 12 1.8 - 2.3 23 41

8 6.0 - 10.0 10 - 8 3.2 - 4.2 46 73

4 16 - 25 6 - 4 5.2 - 6.5 80 135

0 35 - 50 2 - 0 7.7 - 9.0 150 245

SERVICE RATING INST A D E B C

Test Voltage 
at Sea level AC (rms) 

1000V 2000V 2800V 3500V 4500V 7000V

Rated Working Voltage - DC 
at Sea level AC (rms)

250V 
200V

700V 
500V

1250V 
900V

1750V 
1250V

2450V 
1750V

4200V 
3000V

Effective Creepage - Inch 
(nominal) - mm

1/16 
1.57

1/8 
3.18

3/16 
4.75

1/4 
6.35

5/16 
7.92

1 
25.40

Mechanical Spacing - Inch 
(nominal) - mm

- 
-

1/16 
1.57

1/8 
3.18

3/16 
4.75

1/4 
6.35

5/16 
7.92
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Shell Size & Insert 
arrangement (see pg 7-10)

Initial 2 digits are for shell size, 
last 1 or 2 digits are for the specific 

insert arrangement

Contact : P - Pin, S - Socket

Insert Orientation  
(see page 7-10)

Omit for Normal Orientation

W, X, Y, Z (as applicable)

Shell Style (see pg 5)

00 Wall Mount Receptacle with 
rear accessory Thread

01 Cable extension In-Line
Receptacle

02
Box Mounting Receptacle  
without Rear Accessory 
Thread

06 Straight cable connector

07 Jam Nut Receptacle

08 90° Cable connector

TBF Thru - Bulkhead receptacle

Accessories

C&C Cap & Chain Assembly

SQG
SQ. Gasket for Front mounting 
Receptacle

SQGB
SQ. Gasket for Rear mounting 
Receptacle

SQGM Conductive silver filled SQ. Gasket

(Size)-A
Or 

(Size)-C

3057A or 3057C Type Cable Clamp -
For connectors with EA type backshell 
(see pg 18 for more details)

ADP
P(Size)+G

For PG adapter with gland*

ADP
M(Size)+G

For Metric adapter with gland*

*Omit ‘G’ for No Gland in scope

ADPBS / 
ADPBS 

SCA

Adapter for Brand-Strap/ 
Constant Force Spring. Add code 
‘SCA‘ for 2-piece backshell with spin 
nut

Finish Options
Omit for Std: Cadmium Olive Drab

003E Black Zn - Co. Plated (RoHS & REACH)

101E Green Zn - Co. Plated (RoHS & REACH)

NI Bright nickel Plated (RoHS & REACH)

005E
Black Zn - Ni. Plated (RoHS & REACH)
Consult Factory

SS Stainless Steel Connector

Contact Options

Omit for Std: Solder Contact (Silver Plated)

A30 Crimp Contact Silver Plated

C30 Crimp Contact Gold Plated

LC Less Contact

GP Solder Contact Gold Plated

Contact Termination size options  
available - see pg 19 

Pre-Mating Contacts (First mate - Last Break), 
Screw termination  

contact available (Consult Factory)

Insulator Options

Omit for Standard: Polychloroprene

FR
Flame Retardant Elastomer - Halogen 
free, Low Smoke Toxicity  
(EN45545 Qualified)

NPF
Flame Retardant Polychloroprene 
(UL94V - 0 qualified)

SI Silicon Insulator

VTN Flouro Carbon Insulator

Modifications for shell style 00 & 02 only - 
Omit for other shell styles

Omit for Standard: Receptacle for front mounting 
with thru mounting holes

TH
Receptacle for front mounting
with Metric Thrd. mounting holes

B05
Receptacle for rear mounting with thru 
mounting holes

B051
Receptacle for rear mounting 
with Metric Thrd. mounting holes

B052
Receptacle for rear mounting 
with UN Thrd. mounting holes

Further available - Please consult 
Factory before ordering

Environmental Class / Connector 
Types (see pg 11-16)

EA
Backshell for Flex Tube 
(also used with 3057 ‘A’ & 
3057 ‘C’ Cable clamps)

F 

Applies to Cable plug 06, 08;
Receptacle 00, 01. Scope is
integral cable clamp, 
Telescopic Bushing & grommet. 
Also use for accessories codes 
ADP, ADPBS

FL Long Coupling Nut on Plug 06

G Backshell Type G as per 
VG95234 for Heat Shrink Boot

M
Backshell Type M as per 
VG95234 for Shielded Cable & 
Heat Shrink Boot

R

For receptacle 02 -
Environmental resistant.
For style 00, 01, 06 - Scope
short Endbell with grommet.
For style 08 - Scope 90° Angle
backshell without cable clamp

T

Connector with Accessory 
Thread (Less Backshell & 
grommet)
Also refer as - 211

VR

For Plug 06 & 08 - Over 
moulded Coupling Nut 
(Available in Shell size - 18 
to 40)

Y Receptacle with PCB Contacts

Series - MG / MGR

MG-Reverse Bayonet Coupling Series
( As per JSS 50815, eq. to VG 95234)
MGR-as per MG but Receptacle with 
Wear Pin, Plug with Spring & Washer 

under coupling nut.
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INSERT
NO.

TOTAL
CONTACTS

CONTACT SIZE ALTERNATE POSITIONS (DEGREES)

#
0

#
4

#
8

#
12

#
16

W
X

Y Z

10SL-3 3 - - - - 3 - - - -

10SL-4 2 - - - - 2 - - - -

12S-3* 2 - - - - 2 70 145 215 290

12-5* 1 - - - 1 - - - - -

12SP-10* 4 - - - - 4 - - - -

14S-1* 3 - - - - 3 - - - -

14S-2 4 - - - - 4 - 120 240 -

14-3 1 - - 1 - - - - - -

14S-4 1 - - - - 1 - - - -

14S-5 5 - - - - 5 - 110 - -

14S-6 6 - - - - 6 - - - -

14S-7 3 - - - - 3 90 180 270 -

14S-9 2 - - - - 2 70 145 215 290

14SL-61 7 - - - - 7 - - - -

16S-1 7 - - - - 7 80 - - 280

16S-4 2 - - - - 2 35 110 250 325

16S-5 3 - - - - 3 70 145 215 290

16S-8 5 - - - - 5 - 170 265 -

16-9 4 - - - 2 2 35 110 250 325

16-10 3 - - - 3 - 90 180 270 -

16-11 2 - - - 2 - 35 110 250 325

16-12 1 - 1 - - - - - - -

16-40 4 - - - 1 3 - - - -

18-1 10 - - - - 10 70 145 215 290

18-3 2 - - - 2 - 35 110 250 325

18-4 4 - - - - 4 35 110 250 325

18-5 3 - - - 2 1 80 110 250 280

18-8 8 - - - 1 7 70 - - 290

18-9 7 - - - 2 5 80 110 250 280

18-10 4 - - - 4 - - 120 240 -

18-11 5 - - - 5 - - 170 265 -

18-12 6 - - - - 6 80 - - 280

18-15 4 - - - 4 - - 120 240 -

18-16 1 - - - 1 - - - - -

18-19 10 - - - - 10 - 120 240 -

18-20 5 - - - - 5 90 180 270 -

18-99 9 - - - - 9 - - - -

20-2 1 1 - - - - - - - -

20-3 3 - - - 3 - 70 145 215 290

20-4 4 - - - 4 - 45 110 250 -

20-7 8 - - - - 8 80 110 250 280

20-8 6 - - 2 - 4 80 110 250 280

20L-9* 9 - - - 9 - - 110 250 -

20-11 13 - - - - 13 - - - -

20-14 5 - - 2 3 - 80 110 250 280

20L-014* 14 - - - 2 12 - - - -

20-15 7 - - - 7 - 80 - - 280

W
X

Y Z

W
X

Y Z

W
X

Y Z
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INSERT
NO.

TOTAL
CONTACTS

CONTACT SIZE ALTERNATE POSITIONS (DEGREES)

#
0

#
4

#
8

#
12

#
16

W
X

Y Z

20-16 9 - - - 2 7 80 110 250 280

20-17 6 - - - 5 1 90 180 270 -

20-18 9 - - - 3 6 35 110 250 325

20-19 3 - - 3 - - 90 180 270 -

20-21 9 - - - 1 8 35 110 250 325

20-22 6 - - 3 - 3 80 110 250 280

20-23 2 - - 2 - - 35 110 250 325

20-24 4 - - 2 - 2 35 110 250 325

20-27 14 - - - - 14 35 110 250 325

20-29 17 - - - - 17 80 - - 280

20-33 11 - - - - 11 - - - -

20L-48* 19 - - - - 19 - 80 280 -

22-2 3 - - 3 - - 70 145 215 290

22-5 6 - - - 2 4 35 110 250 325

22-7 1 1 - - - - - - - -

22-8 2 - - - 2 - 35 110 150 325

22-9 3 - - - 3 - 70 145 215 290

22-10 4 - - - - 4 35 110 250 325

22-11 2 - - - - 2 35 110 250 325

22-14 19 - - - - 19 80 110 250 280

22-15 6 - - - 5 1 80 110 250 280

22-16 9 - - - 3 6 80 110 250 280

22-18 8 - - - - 8 80 110 250 280

22-19 14 - - - - 14 80 110 250 280

22-20 9 - - - - 9 35 110 250 325

22-22 4 - - 4 - - - 110 250 -

22-23 8 - - - 8 - 35 - 250 -

22-28 7 - - - 7 - 80 - - 280

22-29 7 - 1 - - 6 80 110 250 280

22-33 7 - - - - 7 80 110 250 280

22-34 5 - - - 3 2 80 110 250 280

24-2 7 - - - 7 - 80 - - 280

24-4 4 1 - - - 3 80 110 250 280

24-5 16 - - - - 16 80 110 250 280

24-6 8 - - - 8 - 80 110 250 280

24-7 16 - - - 2 14 80 110 250 280

24-9 2 - 2 - - - 35 110 250 325

24-10 7 - - 7 - - 80 - - 280

24-11 9 - - 3 6 - 35 110 250 325

24-12 5 - 2 - 3 - 80 110 250 280

24L-16* 16 - - - 4 12 - - - -

24-20 11 - - - 2 9 80 110 250 280

24-21 10 - - 1 - 9 80 110 250 280

24-22 4 - - 4 - - 45 110 250 -

24-27 7 - - - - 7 80 - - 280

24-28 24 - - - - 24 80 110 250 280
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INSERT
NO.

TOTAL
CONTACTS

CONTACT SIZE ALTERNATE POSITIONS (DEGREES)

#
0

#
4

#
8

#
12

#
16

W
X

Y Z

24L-58* 13 - - 3 3 7 - - - -

28-3 3 - - 3 - - 70 145 215 290

28-5 5 - 2 - 1 2 35 110 250 325

28-6 3 - 3 - - - 70 145 215 290

28L-6 6 - - 6 - - - - - -

28LI-7*~ 7 - - 7 - - - - - -

28-8 12 - - - 2 10 80 110 250 280

28-9 12 - - - 6 6 80 110 250 280

28-10 7 - 2 2 3 - 80 110 250 280

28-11 22 - - - 4 18 80 110 250 280

28-12 26 - - - - 26 90 180 270 -

28-13 26 - - - - 26 - - - -

28-15 35 - - - - 35 80 110 250 280

28-16 20 - - - - 20 80 110 250 280

28L-16 9 - 4 - - 5 - - - -

28-18 12 - - - - 12 70 145 215 290

28-19 10 - - - 4 6 80 110 250 280

28-20 14 - - - 10 4 80 110 250 280

28-21 37 - - - - 37 80 110 250 280

28-22 6 - 3 - - 3 70 145 215 290

28-51* 12 - - - 12 - 80 135 195 -

28L-51 43 - - - - 43 - - - -

28L-61 16 - - - 16 - - - - -

28L-63* 28 - - - 9 19 - 100 260 -

32-3 9 1 2 - 2 4 80 110 250 280

32L-3*~ 3 - 3 - - - 22 44 76 98

32-4 14 - - - 2 12 80 110 250 280

32-5 2 2 - - - - 35 110 250 325

32-6 23 - 2 3 2 16 80 110 250 280

32-7 35 - - - 7 28 80 125 235 280

32-8 30 - - - 6 24 80 125 235 280

32-9 14 - 2 - - 12 80 110 250 280

32L-10 54 - - - - 54 - - - -

32-15 8 2 - - 6 - 35 110 250 280

32-17 4 - 4 - - - 45 110 250 -

32L-50 5 - 5 - - - - - - -

32L-68 16 - 4 - - 12 - - - -

32L-76 19 - - - 19 - 80 110 250 280

36-3 6 3 - - 3 - 70 145 215 290

36-4 3 3 - - - - 70 145 215 290

36-5 4 4 - - - - - 120 240 -

36-9 31 - 1 2 14 14 80 125 235 280

36-10 48 - - - - 48 80 125 235 280

36-14 16 - - 5 5 6 90 180 270 -

36-15 35 - - - - 35 60 125 245 305

36L-34 52 - - - - 52 - - - -

36L-46 27 - - - 27 - - - - -
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INSERT
NO.

TOTAL
CONTACTS

CONTACT SIZE ALTERNATE POSITIONS (DEGREES)

#
0

#
4

#
8

#
12

#
16

W
X

Y Z

36-52 52 - - - - 52 72 144 216 288

36L-67 67 - - - - 67 - - - -

36L-78* 14 - - 12 - 2 - - - -

36L-100 10 - - 10 - - - - - -

40-1 30 - - - 6 24 65 130 235 300

40-9 47 - - 1 22 24 65 125 225 310

40L-11 11 - 7 - - 4 - - - -

40-56 85 - - - - 85 72 144 216 288

44-1* 42 - - - 6 36 65 125 225 310

44-52* 104 - - - - 104 - - - -

FOR RAILWAY SPECIFIC APPLICATIONS*~^

18GL-11 5 - - - 5 -

22GL-14 19 - - - 19

24GL-07 7 - - - 7 -

28GL-21 37 - - - 37

32GL - 13 13 - - - 13 -

32GL - 27 27 - - - 10 17

32GL-31 31 - - - 31

36GL-22 22 - - - 22 -

40LA-4 4 4 - - - -

40GL - 35 35 - - - 35 -

40GL-63 61 - - - - 61



 www.aecconnectors.com 11

MG 00E/A 
- Wall mount receptacle  
with endbell for flex tube 

MG 00F 
- Wall mount receptacle  
with integral strain relief 
cable clamp

MG 00F ... 
ADP P_/M_ 
- Wall mount receptacle 
with adapter backshell 
with internal PG or metric 
threads

MG 00G 
- Wall mount receptacle 
with backshell for 
heat shrink boot

MG 00M 
- Wall mount receptacle 
with backshell for 
shielded cable & heat 
shrink boot

MG 00R 
- Wall mount receptacle 
with short endbell

S.S. WEAR PIN
 (FOR MGR)

Th
rd

. 

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

Th
rd

. 

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)
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MG 00F ...  
ADPBS ... 
- Wall mount receptacle 
with adapter to  
terminate shielded braid 
with band-strap or constant 
force spring

MG 01 E/A 
- In-line receptacle with 
endbell for flex tube

MG 01 F 
- In-line receptacle with 
integral strain relief cable 
clamp

MG 01F ... ADP 
P _ / M _ 
- In-line receptacle with 
adapter backshell with 
internal PG or metric  
threads

MG 01G 
- In-line receptacle with 
backshell for 
heat shrink boot

MG 01M 
- In-line receptacle with 
backshell for shielded  
cable and heat shrink boot

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

Th
rd

. 

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

Th
rd

. 
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MG 01R 
- In-line receptacle with 
short endbell

MG 01F ...  
ADPBS ... 
- In-line receptacle with 
adapter to terminate 
shieleded braid with band-
strap or constant force 
spring

MG 02R 
- Box mount receptacle

MG 02Y 
- Box mount receptacle with 
PCB termination contacts

MG 06E/A 
- Straight cable connector 
with endbell for flex tube

MG 06F 
- Straight cable connector 
with integral strain relief 
cable clamp

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

Th
rd

. 
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MG 06F ... 
ADP P _ / M _ 
- Straight cable connector 
with adapter backshell with 
internal PG or metric  
threads

MG 06G 
- Straight cable connector 
with backshell for heat 
shrink boot

MG 06M 
- Straight cable connector 
with backshell for shielded 
cable & heat shrink boot

MG 06R 
- Straight cable connector 
with short endbell

MG 06T ... 211 
- Straight cable connector 
with accessory thread  
(but no accessory)

MG 06F .... 
ADPBS 
- Straight cable connector 
with adapter to terminate 
shielded braid with  
band-strap or constant 
force spring

Th
rd

. 

EMI / RFI SHIELD SPRING

Th
rd

. 



 www.aecconnectors.com 15

MG 06VR 
- Straight cable connector 
with over-moulded cou-
pling nut

MG 07A 
- Jam-nut receptacle  
without accessory  
threads

MG 07T 
- Jam-nut receptacle with 
rear accessory threads

MG 08F 
- 900 cable connector with 
strain relief  
cable clamp

MG 08R 
- 900 cable connector with 
backshell for flex tube

MG 08F ... 
ADP P _ / M _  
- 900 cable connector with 
adapter backshell with 
internal PG or metric  
threads

Th
rd

. 

S.S. WEAR PIN
 (FOR MGR)

S.S. WEAR PIN
 (FOR MGR)

Th
rd

. 

Thrd. 

Thrd. 
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MG 08G  
- 900 cable connector with 
backshell for 
heat shrink boot

MG 08M  
- 900 cable connector with 
backshell for shielded ca-
ble and heat shrink boot

MG 08F .... 
ADPBS  
- 900 cable connector with 
adapter to terminate shield-
ed braid with band-strap 
or constant force spring

MG TBF  
- Thru bulkhead receptacle 

EMI / RFI SHIELD SPRING

S.S. WEAR PIN
 (FOR MGR)
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Shell Size Part Number

10SL
MS 3420 - 4

12S

14S MS 3420 - 6

16S
MS 3420 - 8

16

18 MS 3420 - 10

Shell Size Part Number

20
MS 3420 - 12

22

24
MS 3420 - 16

28

32 MS 3420 - 20

36 MS 3420 - 24

40 MS 3420 - 28

SHELL
SIZE

DIMENSIONS

FRONT MOUNT REAR MOUNT

PART NO. PART NO.

10SL MS 02 10SL SQG MG 02 10SL SQGB

12SL MS 02 12SL SQG MG 02 12SL SQGB

14S MS 02 14SL SQG MG 02 14SL SQGB

16S / 16 MS 02 16SL SQG MG 02 16SL SQGB

18 MS 02 18SL SQG MG 02 18SL SQGB

20 MS 02 20SL SQG MG 02 20SL SQGB

22 MS 02 22SL SQG MG 02 22SL SQGB

24 MS 02 24SL SQG MG 02 24SL SQGB

28 MS 02 28SL SQG MG 02 28SL SQGB

32 MS 02 32SL SQG MG 02 32SL SQGB

36 MS 02 36SL SQG MG 02 36SL SQGB

40 MS 02 40SL SQG MG 02 40SL SQGB
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CABLE CLAMP

MS 3420
TELESCOPIC BUSHING

MS 3057 - A 

Th
rd

. 

Th
rd

. 

Shell 
Size

Part Number

10SL
MS 3057 - 4A

12S

14S MS 3057 - 6A

16S
MS 3057 - 8A

16

18 MS 3057 - 10A

Shell 
Size

Part Number

20
MS 3057 - 12A

22

24
MS 3057 - 16A

28

32 MS 3057 - 20A

36 MS 3057 - 24A

40 MS 3057 - 28A

Shell Size Part Number

10SL MS 3057 - 4C

14S MS 3057 - 6C

16S
MS 3057 - 8C

16

18 MS 3057 - 10C

20
MS 3057 - 12C

22

Shell Size Part Number

24
MS 3057 - 16C

28

32 MS 3057 - 20C

36 MS 3057 - 24C

40 MS 3057 - 28C
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Contact Plating A30 : Silver Plating (Standard), C30* Gold Plating (Optional)

*Gold Plating Thickness : Flash (Standard) to 2.54 microns - Consult factory

Plug  
Contact

# 16S (Short Plug) : For shell size 10SL to 16S

# 16 Plug : For shell size 16 to 40

# 12 Plug

Plug  
Contact

#8,  #4,  #0

Socket  
Contact

# 16S (Short Socket) : For shell size 10SL to 16S

# 16 Socket : For shell size 16 to 40

# 12 Socket

Socket  
Contact

#8,  #4,  #0

CONTACT  
SIZE

WIRE SIZE PLUG CONTACT SOCKET CONTACT

mm2 AWG Part No. Part No.

16S**

0.75 - 1.5 
(STANDARD)

18 / 16 
(STANDARD)

AEC 16 SPC A30 AEC 16 SSC A30

0.2 - 0.38 24 / 22 AEC 16 SPC A30 D0.9 AEC 16 SSC A30 D0.9

0.4 - 0.6 22 / 20 AEC 16 SPC A30 1.1 AEC 16 SSC A30 1.1

1.5 - 2.0# - AEC 16 SPC A30 2M AEC 16 SSC A30 2M

16

0.75 - 1.5 
(STANDARD)

18 / 16 
(STANDARD)

AEC 16 LPC A30 AEC 16 LSC A30

0.2 - 0.38 24 / 22 AEC 16 LPC A30 D0.9 AEC 16 LSC A30 D0.9

0.4 - 0.6 22 / 20 AEC 16 LPC A30 1.1 AEC 16 LSC A30 1.1

1.5 - 2.0 - AEC 16 LPC A30 2M AEC 16 LSC A30 2M

12

2.0 - 3.0 
(STANDARD)

14 / 12 
(STANDARD)

AEC 12 PLG A30 AEC 12 SKT A30

1.0 - 1.5 18 / 16 AEC 12 PLG A30 1.5M AEC 12 SKT A30 1.5M

4.0# - AEC 12 PLG A30 4M AEC 12 SKT A30 4M

8

- 8 
(STANDARD)

AEC 8 PLG A30 AEC 8 SKT A30
10 

(STANDARD)
-

4.0 - AEC 8 PLG 0870 A30 AEC 8 SKT 0870 A30

6.0 10 AEC 8 PLG A30 6M AEC 8 SKT A30 6M

4

- 4 
(STANDARD)

AEC 4 PLG A30 AEC 4 SKT A30
25 

(STANDARD)
-

16.0 - AEC 4 PLG A30 16M AEC 4 SKT A30 16M

10.0 - AEC 4 PLG A30 10M AEC 4 SKT A30 10M

0

- 0 
(STANDARD)

AEC 0 PLG A30 AEC 0 SKT A30
50 

(STANDARD)
-

25.0 - AEC 0 PLG A30 25M AEC 0 SKT A30 25M

35.0 - AEC 0 PLG A30 35M AEC 0 SKT A30 35M

16.0 - AEC 0 PLG A30 16M AEC 0 SKT A30 16M

10.0 - AEC 0 PLG A30 10M AEC 0 SKT A30 10M



TURKEY
ITALY

FRANCE
SWITZERLAND

UK
GERMANY

ISRAEL

FINLAND RUSSIANORWAY
SWEDEN

SOUTH AFRICA

SINGAPORE

AUSTRALIA
CHINA

USA

MEXICO


