
M12-A 
Male & female cable 
connector with 
plastic threaded ring 
763 Series

PRODUCT LAUNCH        02/2020



3
2 m 77 3420 0000 50003–0200
5 m 77 3420 0000 50003–0500
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2 m 77 3420 0000 50004–0200
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5 m 77 3420 0000 50005–0500

8
2 m 77 3420 0000 50708–0200
5 m 77 3420 0000 50708–0500
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2 m 77 3420 0000 50712–0200
5 m 77 3420 0000 50712–0500
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M12-A

M12-A

Introduction of the new cable parts with plastic threaded 
ring (PA)

Moulded and ready-to-connect cable sets

Male and female cable connector

UV-resistant material

Temperature resistant

763 Series · Male & female cable connector with plastic threaded ring

Cable diameter: 
4,3 mm (3 contacts), 4,7 mm (4 contacts), 5,0 mm (5 contacts),
6,0 mm (8 contacts), 6,5 mm (12 contacts)

IP68 in mated condition

Available from now
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Series 763

Contacts 3, 4, 5, 8, 12

Rated current 4 A      (3, 4, 5 contacts)
2 A      (8 contacts)
1,5 A   (12 contacts)

Rated voltage 250 V  (3, 4 contacts)
60 V    (5 contacts)
30 V    (8, 12 contacts)

Degree of protection IP68 in mated condition

Contact plating Au (gold)

Description Drawing

Male cable connector, moulded, PUR

Female cable connector, moulded, PUR

Contacts Cable length Ordering-No.

3
2 m 77 3419 0000 50003–0200
5 m 77 3419 0000 50003–0500

4
2 m 77 3419 0000 50004–0200
5 m 77 3419 0000 50004–0500

5
2 m 77 3419 0000 50005–0200
5 m 77 3419 0000 50005–0500

8
2 m 77 3419 0000 50708–0200
5 m 77 3419 0000 50708–0500

12
2 m 77 3419 0000 50712–0200
5 m 77 3419 0000 50712–0500




