
Emca elektromechanische Bauteile GmbH
Daimlerstraße 35 
74211 Leingarten – Germany
 
Telefon +49 (0) 7131 20307-0 
Fax  +49 (0) 7131 20307-12 
info@emca-electromechanic.de www.emca-electromechanic.de

Leitende Dichtungen
Conductive Gaskets

Leitende Dichtungen 
für Steckdosen zur 
Einlochmontage

Durch das Ersetzen des nicht-leitenden 

O-Rings gegen eine leitende Dichtung 

an der Steckdose können die Übergangs-

widerstände zur Einbauwand minimiert 

werden.

Das leitende Dichtungsmaterial wurde 

im Zuge der VG 96940-06 Zulassung 

für Dichtungen, erfolgreich getestet. Die 

Dichtungen sind für Steckdosen aller 

Steckerserien, verfügbar. Auf Anfrage 

stellen wir unseren Kunden die entspre-

chenden Datenblätter zur Verfügung.

Using conductive gaskets instead of 

non-conductive o-rings for the connec-

tors, the contact/transition resistance to 

the mounting panel, can be reduced to  

a minimum.

The conductive material was tested suc-

cessfully , with the VG 96940-06 qualifica-

tion. Conductive gaskets are available for 

all connector series. Data sheets of the 

products are available for our customers 

upon request. 

NEW
S

Conductive Gaskets for 
Jam Nut Receptacle-
Connectors
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