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Art.-No. Description
6507135 ET2-0500 
6507138 ET2-0800

Features
• 5- / 8-port 10/100Tx Fast Ethernet
• Memory Buffer 448kbits
• Redundant Power Input Design, 12-48VDC
• Built-in Relay Output Warning for Power Failure
• IP30 Rugged Metal Case Design
• DIN-Rail Mounting, Wall Mounting
• Operating Temperature Range: -10°C ... +65°C

• 5- / 8-Port 10/100Tx Fast Ethernet Fast Ethernet
• Memory Buffer 448kbits
• Redundantes Stromversorgungsdesign, 48VDC
• Eingebauter Relaisausgang Warnung bei Stromausfall
• IP30 Robustes Metallgehäuse Design
• DIN-Schienenmontage, Wandmontage
• Betriebstemperaturbereich: -10°C ... +65°C

ET2-0500 & ET2-0800
Unmanaged Industrial Fast Ethernet Switch

Merkmale 

Standards & Zulassungen / Standards & Certifications
     EMI FCC Part 15 Subpart B Class A, CE EN 55022 Class A
     Free Fall  IEC60068-2-32
     Shock  IEC60068-2-27
     Vibration  IEC60068-2-6

RJ45 Patch S/FTP, Cat.6A, TM21, UC900 PUR

SUPERFLEXOIL RESISTANT

EMC SAFE

OIL RESISTANT

HIROSE TM21

SUPERFLEX

360° SHIELD CONTACT

UV RESISTANT

SUPERFLEXÖL BESTÄNDIG

EMV SICHER

ÖL BESTÄNDIG

HIROSE TM21

SUPERFLEX

360° SCHIRMKONTAKT

UV BESTÄNDIG

Allgemeine Merkmale 
Kategorie: Cat.6A 
Übertragung: 10Gbit 
Bandbreite: 500MHz 
Belegung: nach TIA/EIA 568B 
Leitermaterial: Kupfer 
Stecker: RJ45 geschirmt, IEC-60603-7-51 

Besondere Merkmale 
Beständig gegen Mineral-Öl, ASTM-Öl 
UV Beständigkeit: IEC60068-2-5 
Ozon-Beständigkeit: EN 60811-2-1 
Mantelmaterial: PUR, hoch abriebfest 
Temperaturbereich: -35°C ~ +75°C 
Querschnitt: 4 x 2 x AWG27/7 
Kabeldurchmesser: 5,9mm 
Kabeltyp: UC900 SS27 Cat.7 PUR 
Steckertyp: HRS TM21 
Art der Tülle: Montierte Knickschutztülle

Kontakte: vergoldet 
Klinkenschutz: vorhanden 
Kabelaufbau: S/FTP 
Rohkabel: Cat.7 
Flammwidrig: IEC60332-1 
Halogenfrei: IEC60754-2 
Raucharm: IEC61034

Special features 
Resistant to mineral oil, ASTM oil 
UV resistance: IEC60068-2-5 
Ozone resistance: EN60811-2-1 
Jacket material: PUR, highly abrasion-resist.
Temperature range: -35°C ~ +75°C 
Cross section: 4 x 2 x AWG27/7 
Cable diameter: 5.9mm 
Cable Type: UC900 SS27 Cat.7 PUR 
Connector type: HRS TM21 
Type of grommet: Mounted bend relief

General specifications 
Category: Cat.6A 
Transmission: 10Gbit 
Bandwidth: 500MHz 
Assignment: According to TIA/EIA 568B 
Conductor material: Copper 
Connector: RJ45 shielded, IEC-60603-7-51 

Contacts: Gold plated 
Latch predection: available 
Cable structure: S/FTP 
Raw cable: Cat.7  
Flame retardance: IEC60332-1 
Halogen free: IEC60754-2 
Low smoke: IEC61034

Art.-No. Description Colour 
K8670.x RJ45 Patch cable S/FTP, Cat.6A, IP67/TM21, PUR, for 53730.1V2 red
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RJ45 Patch S/FTP, Cat.6A, TM21, UC900

Standard

Art.-No. Description Colour
K8050.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 black
K8051.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 grey
K8052.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 red
K8053.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 green
K8054.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 blue
K8055.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 yellow
K8056.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 orange
K8058.x RJ45 Patch cable S/FTP, Cat.6A, TM21, UC900 white

General specifications 
Category: Cat.6A 
Transmission: 10Gbit 
Bandwidth: 500MHz 
Assignment: According to TIA/EIA 568B 
Conductor material: Copper 
Connector: RJ45 shielded, IEC-60603-7-51 

Contacts: Gold plated 
Latch predection: available 
Cable structure: S/FTP 
Raw cable: Cat.7 
Flame retardance: IEC60332-1 
Halogen free: IEC60754-2 
Low smoke: IEC61034

Special features 
Certification: Class EA Link certificate 
Jacket material: LSZH 
Cross section: 4 x 2 x AWG27/7 
Cable diameter: 5.9mm 
Cable Type: UC900 SS27
Connector type: HRS TM21 
Type of grommet: Mounted bend relief

Kontakte: vergoldet 
Klinkenschutz: vorhanden 
Kabelaufbau: S/FTP 
Rohkabel: Cat.7 
Flammwidrig: IEC60332-1 
Halogenfrei: IEC60754-2 
Raucharm: IEC61034

Allgemeine Merkmale 
Kategorie: Cat.6A 
Übertragung: 10Gbit 
Bandbreite: 500MHz 
Belegung: nach TIA/EIA 568B 
Leitermaterial: Kupfer 
Stecker: RJ45 geschirmt, IEC-60603-7-51 

Besondere Merkmale 
Zertifizierung: Class EA Linkzertifikat 
Mantelmaterial: LSZH 
Querschnitt: 4 x 2 x AWG27/7 
Kabeldurchmesser: 5,9mm 
Kabeltyp: UC900 SS27
Steckertyp: HRS TM21 
Art der Tülle: Montierte Knickschutztülle
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EMV SICHERHIROSE TM21 360° SCHIRMKONTAKT

EMC SAFEHIROSE TM21 360° SHIELD CONTACT

RJ45 Stecker STP, Cat.6A & Cat.6 , feldkonfektionierbar
RJ45 Connector STP, Cat.6A & Cat6, Field-Plug

Der RJ45 Stecker bietet neben ausgezeichneten Übertragungswerten den 
Vorteil der schnellen und einfachen Konfektion im Feld - ohne Spezial-
werkzeug. Das stabile Zinkdruckgussgehäuse sorgt für beste EMV-
Eigenschaften besonders im industriellen Umfeld. Schneidklemmtechnik 
und geringe Kontaktwiderstände gewährleisten sicherste Kontaktierung 
der bis zu 9mm dicken Anschlusskabel mit den Querschnitten AWG22 - 
AWG27.

- Vollgeschirmtes Gehäuse aus Zinkdruckguss mit separater
- Staubschutzkappe und Knickschutztülle
- Cat.6A/Class EA bzw. Cat.6/Class E Performance gemäß ISO/IEC11801
- und IEC60603-7-51
- Kompakter Kabelvorsortierer für

 AWG22/1 .. AWG26/1 oder AWG22/7 .. AWG27/7
- Paar Management gemäß TIA/EIA 568 A/B Farbcodes und
- Industrial -Profinet 1-2-3-6
- Konfektion bis zu 5 Mal mit gleichem Querschnitt wiederholbar,
- für AWG27/7 max. 2 Wiederholungen
- Geeignet für Kabeldurchmesser von 6,0 .. 9,0mm
- Zugentlastung mittels Verschraubung
-  Knickschutztülle mit Verschraubung und Hebel für Entriegelungshilfe

Art.-No. Description
6507287 RJ45 Connector STP, Cat.6A, Field-Plug

6507284 RJ45 Connector STP, Cat.6, Field-Plug black

The RJ45 plug provides a combination of excellent
transmission quality and fast and easy tool-free assembly. 
Fully shielded zinc diecast housing ensures the best EMC features especially in 
industrial environments. IDC terminals and very low contact resistances assure 
high quality contacting for installation cables up to 9mm diameter and wire 
gauge from AWG22 - AWG27. 

- Shielded zinc diecast body with separate dust cap and anti-kink sleeve 

- Cat.6A/Class EA resp. Cat.6/Class E performance according to ISO/IEC11801 
and IEC60603-7-51 

- Compact cable manager for
             AWG 22/1 .. AWG 26/1 or AWG22/7 .. AWG27/7 
- Pair management according to TIA 568A /B colour codes and

 industrial Profinet 1-2-3-6 
- Re-termination capability up to 5 times with the same width, 

 for AWG27/7 up to 2 times
-  Suitable for cable dia from 6,0mm .. 9,0mm
- Strain relief with cable gland 
- Tension relief with cable gland and sliding lever

Cat.6

Cat.6A

aqua

Colour 
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