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FunctionType
Number of Poles
Ratings
Calibrarion @ 25C
Maximun Interrupting
Capacity
Termination
Mouting

Compliances

Dimensions
( inches )

| Plastic Cabinet Metal Cabinet

ross to 18x

Hi-Amp Circuit Breakers

E94

Thermal Trip-free, Cycling
E97

Thermal Trip-free, Cycling

25-150A@30Vde

E511

| E95

| Thermal Trip, Manual Reset | Thermal Trip with Manual on-off

Single Pole, Normal Closed

T1, 25-200A, 3KA@32Vdc, 2KA@72Vdc
T1/T3, 180-250A, 2.5KA@14Vdc, 2KA@26Vde

Stud Type Circuit Breakers
Automatic Reset (Type |

E96 E91

Wide Surface Mount
Thermal Trip-free, Cycling

Panel Mount

E99

Wide Surface Mount
Thermal Trip, Manual Reset
Single Pole, Normal Closed

Surface Mount

Thermal Trip, Manual Reset | Thermal Trip with Manual on-off
| Single Pole Single Through

25 - 150A@ 48Vdc 25-300A

100% Hold, 135% Trip (percent of rating)
T3, 25-150A, 5KA@16Vdc, 3KA@32Vdc, 2KA@72Vdc

3/8" - 16 Studs
1/4" - 28 Studs

SAE J1625; SAE J583; UL1500; SAE J1171(Ignition Protected); IP67; ABYC-E11; CE; Mi-STD-202

1/4" - 28 Studs

cross to 12x
Modified Reset (Type |l
E522

Manual Reset (Type lli)

E536 H E537

Thermal Trip-free, Cycling

Thermal Trip, Modified or Manual reset
Single Pole, Norm_a[ Closed
5-50, 14Vdc/ 28Vde
100% Hold, 135% Trip (percent of rating)

Branch Circuit Protection: 2.5KA @ 12 Vdc Main Circuit Protection: 1.5KA @ 12 Vdc

#10 - 32 Thread and Quick-Connect options available
= Stud Mount or Bracket Mount ]
SAE J553 ; SAE J1171, 1SO 8846( Ignition Protected )

Eﬁggn E521

5
1.248"




E9ABC Median CB

'E9C 51 54 | 55
(Switchable)

. 'E9A 'E9B ' ' '
FunctionType : 5 T3-Manual Reset
T1-Auto Reset T3-Manual Reset Thofwio Resat Tra-Manaak Biand (Switchable)
Maximun Current : - ' :
& vn“age Ra“ngs | 25-300A @32Vde - 10-70A @ 32Vdc
Calibrarion @ 25C | 100% Hold, 135% Trip (percent of rating) 100% Hold, 135% Trip (percent of rating)
Interrupt Rating 3KA @32Vde, 3KA @72Vde 2.5kA per ABYC E-11
Compliances | SAE J553, ISO 8846, SAE J1171(Ignition P_mtected): IP66; ABYC E-11 _

Dimensions
(inches)

Automotive Circuit Breakers
| ACB, FCB or UCB Style ATC Circuit Breaker (Low Profile) cross to MINI
E31 E32 E39 (227) E37 E77 E71 | E78 E72 | E73

unit : mm 'B.31<9.£ )
In-line CB Holder

Reset Type | T1,AutoReset T2, Modified | T3,Manual | T1, Auto Reset = T1, Auto Reset | T2, Modified | T3, Manual
Maximun Current 5-30A, 5-30A,
& Voltage Ratings 5-30A, 14Vde 14Vdc / 28Vdc 5-30A, 14Vde 14Vdc / 28Vdc
Interrupt Rating per SAE J533 and 1SO10924
5Amps [LT. Brown (Tan)]; 6Amps [Moss Green]; 7.5Amps [Brown];
Color Code Rating 10Amps [Red]; 15Amps [Blue]; 20Amps [Yellow]; 25Amps [White]; 30Amps [Green]
Compliances SAE J533; TUV, 1ISO10924 SAE J533; IS0 8846, SAE J1171(Ignition Protected), 1SO10924, CE
cross to MAXI cross to ATC
E81 (191) E82(192/195) | E83 (193) E87 (221) E88 (222) E89 (223)
o ‘g ' '
Dimensions ' ' ' ' '
(mm )
Reset Type | Ti,AutoReset | T2,Modfied | T3 Manual | T1,AutoReset | T2 Modified | T3, Manual
Maximun Current 5-60A, 5-30A, 5-30A,
& Voltage Ratings 14Vdc / 28Vdc 14Vdc 14Vdc / 28Vdc
Calibrarion @ 25C | 100% Hold, 135% Trip (percent of rating)
Maximun Interrupting
5 1
Capacity . per SAE J533, 1S010924
Termination | Compatiable with MAXI or ATC blades fuses
Compliances SAE J553, CE SAE J553, ISO 10924, CE



FunctionType
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Actuator Style
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( percent of rating )

Maximun Interrupting
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Available Circuits

Termination
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Certifications
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FunctionType
Number of Poles
Actuator Style

Maximun Current
& Voltage Ratings

Calibrarion @ 25C
( percent of rating )

Maximun
Interrupting Gapacity

Termination
Mouting

Certifications

Dimensions
(mm)

1-4P

1-100A,
125/ 250/ 277/ 415/ 480 Vac
65/ 80/ 125 Vdc

10KA (PC1)
277Vac@5KA (SC)
125Vdc @ 2KA(SC)

Hydraulic Magnetic, Trip-free, Manually on-off
1-4P

Handle
Rocker

Instantaneous, Short, Medium, Long, AC/ DC

1-50A
125/ 250/ 277/ 415/ 480 Vac
65/ 80 Vde

100% Hold, 125% Trip

5KA (PC1)
250Vac@3KA (SC)
415Vac@1KA (SC)
B0Vdc @ 2KA (SC)

Series, Shunt, Relay, Switch only,
Series w/ Remote Shutdown
Relay & Shunt trip, Dual Cail,

Mid-trip with Alam Switch

M5, M6 Studs
Plug-in
Fuse Clip
Saddle Clamp, M5

250" QC Tabs,
M4, M5, 10-32 Side Screw
Saddle Clamp, M4
PCB Mount

Rear Mounted
Snap-in Front Panel

clUL 1077, TUV, EN 60334, EN 60947, DIN, CE, RoHS

L2 - Type

1-2P

Rocker
Paddie
Push to Reset Button

0.5-30A
250 Vac
80 Vdc

80Vdc @ 1KA (SC)

Series and Switch Only

250" QC Tabs,
M4 Side Screw
PCB Mount,

Snap-in Front Panel

cUL, CE, RoHS

Thermal Overload Circuit Breakers, Trip-free with manually reset

Single Pole, Normal closed

Push to Reset Button

3-50A
125Vac / 250Vac, 50Vdc

1KA (PC1)

2-20A
125Vac / 250Vac, 50 Vdc

100% Hold, 150% Trip

1KA @125Vac, U1
200A @ 250Vac, U1
1KA @ 50Vdc, U1

250" QC tab, Side screw

Front Panel Screw-In,
Front Panel Snap-in

cUL 1077, TUV, EN 80934, UL1500{L-Type), CE, RoHS

Rocker Actuator

3-20A
120Vac / 240Vac, 50Vdc

1KA (PC1)
1KA @120Vac, U1
1KA @ 50Vdc, U1

260" QC tab

Front Panel Snap-in




Panel Cut-out
Circuit

Illumination

Termination

Actuator

Safety @ TUV
EN 61058-1

Safety @
cUL 1054

Dimensions
(mm)

22 x 30 mm
DPDT

N/A

25"(6.3mm) QC tab

Rocker

25A 250 / 250Vac
16(8)A / 250Vac
3E4
20A 12Vdc 3E4

22 x 30 mm

| DPST, DPDT |

.25"(6.3mm)
QC tab

Rocker

16(4)A / 250Vac
10(2)A / 250Vac
5E4 T125/55C

20A [ 125Vac

164 / 250Vac

3/4HP 250Vac

1/3HP 125Vac
T65

Switch Family
K3

11 x 30 mm

SPST, SPDT |

K10

22x 19 mm
DPST, DPDT

incandesent, neon

25"(4.8mm)
QC tab
Soldering

Rocker

16(4)A / 250Vac
10(2)A / 250Vac
5E4 T125/55C

20A-125Vac
16A-250Vac
3/4HP 250Vac
1/3HP 125Vac
T65

25"(4.8mm)
QC tab
Soldering

Rocker

10(4)A / 250Vac
B6(4)A / 250Vac
5E4 T125/55C

10A/
125-250Vac
1/2HP 250Vac
1/3HP 125Vac
T65

13 x 19 mm
SPST, SPDT

.25"(4.8mm)
QC tab
Soldering

Rocker

13(4)A / 250Vac
B(4)A / 250Vac
5E4 T125/55C

10A/
125-250Vac
1/2HP 250Vac
1/3HP 125Vac
T65

K11 TH21
13 x 19 mm 7 x19 mm
SPST SPST
LED, incande- N/A
sent, neon
.25"(4.8mm) =y
Qctab & Qé ' ;”m’
Soldering Lo
Rocker Rocker
10(4)A / 250Vac
6(4)A / 250Vac BA 250Vac
5E4 T125/55C
10A/
125-250Vac
1/2HP 250Vac = 10A 125 Vac
1/3HP 125Vac
T65

Panel Cut-out
Circuit
Illumination

Termination

Actuator

Safety @ TUV
EN 61058-1

Safety @
cUL 1054

Dimensions
(mm )

M1,2,3.4

SPST, SPDT
N/A

189" (4.8mm) or .25"

QC tab or Soldering
Micro Push
M1: 25A 250Vac
10(8)A 250Vac
M2: 21(6)A 250Vac
20A 125/250Vac
M3: 16(6)A 250Vac
16A 125/250Vac
M4: 11(3)A 250Vac
10A 125/250Vac

Soldering tab
PCB mount

Micro Push

M5: 5A
125/ 250 Vac

Mé6: 1A 250Vac

11 X 12.7 mm .
SPST

N/A
.189"(4.8mm)
QC tab

Push Button

Compliances
3A /125Vac
1A/ 250Vac

13x 19 mm
SPST

IN/A

Soldering tab

Push Button

22X 19 mm
SPST
incandesent,
neon
.189"(4.8mm)
QC tab
Soldering

Double Rocker

K4 K6
13x 19 mm 22 x 30 mm
2 x (SPST,SPDT) DPST
N/A incandesent,
neon
.189%(4.8mm) .
Qc tab - ((a:_smm)
Soldering Qo0
Rocker Double Rocker

B6A/ 10(4)A / 250Vac 10(4)A / 250Vac 16(4)A / 250Vac
125-250Vac | 6(4)A / 250Vac | 6(4)A / 250Vac 10(2)A / 250Vac
20A 12Vdc 5E4 |5E4 T125/55C 5E4 T125/55C 5E4 T125/55C

10A/125-250Vac 10A/ 125-250vag 20A/ 125Vec
12HP 250Vac | 1/2HP 250Vac o1/ 250Vec
1BHP 125Vac | 1/3HP 125Vag = > oHP 250Vac
T6s T65 1/3HP 125Vac

T65
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